
COMPACT

Compact magnetic system filter

Installation

Installation configurations

Annual maintenance

Read these instructions carefully before commencing the 
installation or maintaining the product. 

Carefully select a fitting position on the return pipe that allows 
easy access for flushing and future maintenance.

1. Drain the heating system and locate the return pipe 
where the IntaKlean Compact will be installed.

2. Fit the magnetic filter following one of the 
configurations shown on the right.

3. Check the correct assembly of IntaKlean Compact 
and make watertight.

4. Open the valve and fill the system.

1. After installation perform the first service after 
one month.

2. Check that the boiler is turned off and the 
system has been left cool to room temperature 
to avoid burns.

3. Close the ball valve and carefully unscrew the 
drain plug. The water will gradually begin to 
flow (Fig. 1). Closing the valve and draining the 
water in the circuit, it is possible to completely 
remove the dirt separator to facilitate 
maintenance.

4. If the filter is installed vertically (Fig. 2), unscrew 
the filter cap using an adjustable spanner. If 
opening is difficult, slightly loosen the bottom 
drain cap, so as to reduce the pressure inside 
the filter.

5. When the water flow has stopped, completely 
remove the filter cap and the protective sheath 
to eliminate ferrous particles. Rinse thoroughly 
to remove all impurities.

6. Replace the O-ring, if damaged, and check the 
filter is water tight before turning the system on.
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Bottom drain plug

Bottom drain plug

This filter contains a powerful magnet and 
strong magnetic fields are present. Please 

avoid placing near electronic appliances to 
avoid potential interference or damage.

CAUTION
Do not over tighten filter unions.


	Page 1

