
The intasave thermostatic flow regulating valve is the ideal 
accompaniment for combi boiler installations. When a hot 
outlet is first opened, combi boilers waste around ten litres
of water before delivering the desired temperature at the
outlet.

Using a thermostatic element, the intasave restricts the flow
of hot water from the combi boiler to three litres a minute
until the temperature exceeds 40°C. By restricting the flow of
hot water until it’s reached a useable temperature, the 
intasave reduces energy and water consumption making 
installations more energy efficient and saving end users
energy and money.

reduce household
bills by up to £155*

   

reduces gas bills by as much as £80

saves up to 1800Kwh per year

reduces carbon footprint by up to 353kg a year

saves up to 30,000 litres of water a year

reduces water bills by as much as £75

Description   Code   

Product Range   

convenient in line fitting

saves time, energy and money

cuts boiler start up time

can eliminate the need for a ‘pre-heat’ function

*Gas prices calculated at £0.0449 per kWh (Energy Saving Trust 2012) and at an estimated water charge of £0.0025 per litre supplied and taken away (OFWAT 
February 2011/12). Kg CO² figures from EST 0.183Kg  CO²/kWh and water UK 0.00079Kg CO²/litre. Values quoted are illustrative only and dependant on system. 

THERMOSTATIC FLOW REGULATING VALVE

SAVE

15mm intasave with nuts and olives ISAVE15

WRAS approved product

Dimensions

123

Ø20

3
1

Ø
1

5
m

m



Technical Specification

Code   

£228.75   

List Price (exc VAT)   10 bar

Code   List Price (exc VAT)   

Maximum pressure

Maximum working pressure

Code   

£228.75   

List Price (exc VAT)   

90°C

Flow at 55 - 60°C inlet temperature (at 3 bar)

Opening temperature

Flow at inlet temperature less than 40˚C (at 1-5 bar)

40˚C (± 2°C)

3 - 5 l/min

5 bar

30 l/min

Maximum working temperature

£228.75   

£228.75   

Code   

£228.75   

List Price (exc VAT)   

Material Specification

Body

Spring

O ring

Flow regulator

Brass CW617N

Stainless Steel AISI 302

EPDM

POM - EPDM

THERMOSTATIC FLOW REGULATING VALVE

SAVE
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COLD MAIN

COLD MAIN

DOMESTIC HOT 
WATER

DOMESTIC HOT 
WATER

The fl ow of hot water from a 
combi boiler is unregulated, 
wasting up to 10 litres of 
cold water before getting to 
temperature.

With an Intasave valve fi tted, the 
fl ow of hot water from the boiler 
is regulated at 3 litres until the 
hot water temperature rises above 
40°C - reducing fuel consumption 
and saving water.

conventional installation

installation fi tted with intasave

10 litres

3 litres

10 litres

3 litres

Installation with/without intasave
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